}) DOUBLE HEAD
FORMING MACHINE

Dedicate our efforts and
resources to improve
continuously.

Innovate to provide advanced
solutions to a constantly
changing market.
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Commitment to achieve and
surpass your expectations.

~Q-4000/DE

DESIGNED FOR HIGH OUTPUTS

Sprzedaz i serwis techniczny
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TECHNICAL SPECIFICATIONS
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8 OPERATION Mechanical, Electrical and Pneumatic
o GLUE SYSTEM By Injection, Hot Melt Nordson or Melton (2 Fulfill included) _
qll BOX DESIGN C-1, Base and lid, Plaform, P-84, Citrus, Open Column =4 ;
=} | ESTIMATED PRODUCTION Max. 2.000 trays/h (Per head) oo
LL] TOTAL POWER 14,5 kw ::: .
T 2.200 kg ‘i -

!} WEE
— | ELECTRICAL SUPPLY (3F + N + PE) 380/220V- 50/60 Hz ni g
— & i
D) By vacuum Sase <
(@) CHANGE OF DESIGN 20 - 40 min. ,E
an)| AIR CONSUMPTION 700 /m (2.000 t/h) + Fulfill . @
<E WORKING AIR PRESSURE 7 bar
j MACHINE DIMENSIO L:3.385 mm. W: 2.300 mm A: 2.680 mm

MAIN FEATURES

H» DOUBLE HEAD MACHINE,
I POSSIBILITY TO FORM DIFFERENT TYPES OF BOXES.
I BLANKLOADING IS DONE AT THE REAR PART OF THE MACHINE
— Incorporates a horizontal blank hopper. - &
— Blanks pulled down by suction cups with vacuum generated by Venturi valve. ALL ABOUT Q-4000/DE =
I» THE PROGRAMMING OF THE MACHINE IS SIMPLE VIA TOUCHSCREEN g |
I AUTOMATIC GLUE FEEDER INCLUDED (FULFILL). Two head mechanical machine
B OTHER FEATURES: with one motor.
— Glue tank with weekly programmer.
— Check-control and maintenance alarms. 6 production speeds controlled
— Automatic central oil pump to enable maintenance. by one speed variator.

Possibility to set each head to

BOX/BLANK Dl M ENSlONS form different boxes.

System can be adapted to work

in line, machine will produce

boxes on demand, controlling

each side separately.

T Automatic glue feeder included
to increase glue tank autonomy.
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T 300 x 250 x 80 mm. L5® 900 x870 mm.

5% 600 x 400 x 235 mm. *

* Base and height of the box depends on the maximum blank dimension.




